Republic of the Philippines
QUEZON CITY GOVERNMENT

BAC- Goods and Services
2nd Floor, Procurement Department, QUEION City

Careryt Coamanrs Cumevieny

Finance Building, Quezon City Hall Compound

Name of Company
Address
Contact No.

Project Title

Approved budget of
the Contract

End-User/
Implementing Office

REQUEST FOR OQOUOTATION

SMALL VALUE PROCUREMENT
(SECTION 53.9)

Date : February 09, 2021
PR No. : .20-11-

- PROCUREMENT OF BRUSHLESS CORDLESS HAMMER DRILL DRIVER AND OTHERS

: Php 283,793.03

: CITY GENERAL SERVICES DEPARTMENT

Please quote your best offer for the item/s described below, subject to the Terms and Conditions provided.
Submit your quotation duly signed by you or your duly authorized representative not later than
February 15, 2021, 10:00 AM__ Philippine Standard Time, together with the following documents of your

company:

Nouy AW R

PhilGEPS certificate (not exgired on the time of opening of quotations);
Business Registration (DTI/SEC)

Mayor's/Business Permit (2021);

Tax Clearance; and

Omnibus Sworn Statement prescribed by QC BAC - Goods and Services
Income/Business Tax Return (for FY 2019) (For ABC P500,000.00 above)

If applicable, the JVA in case the joint venture is already in existence, or duly
notarized statements from all the potential joint venture partners stating that they
will enter into and abide by the provisions of the JVA in the instance that the bid is
successful.

in a SEALED LONG BROWN ENVELOPE shall:

1

Contain the Project Name and PR Number of the contract to be bid in capital letters;

2 Bear the name and address of the Bidder in capital letters;
3 Be addressed to the Procuring Entity’s BAC.
Project Title : PROCUREMENT OF BRUSHLESS CORDLESS HAMMER DRILL

For any clarification you may contact us at 89884242 loc. 8506/8709

DRIVER AND OTHERS

Quezon City Local Government

BIDS AND AWARDS COMMITTEE

2/F Procurement Department, Finance Building
Quezon City Hall Compound

Officer-in-Chxapge / Head, BAZ Secretariat
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10.

TERMS AND CONDITIONS

- Bidders shall provide correct and accurate information required in this form in black ink only.

. Price quotation/s must be valid for a period of thirty (30) calendar days from the date of submission.

. Price quotation/s, to be denominated in Philippine Peso shall include all taxes, duties and/or levies payable.

. Quotation exceeding the Approved Budget for the Contract (ABC) shall be rejected.

- Award of contract shall be made to the lowest quotation (for goods) or the highest rated offer (for consulting services) which complies

with the minimum technical specifications and other terms and conditions stated herein.

- Any interlineations, erasures or overwriting shall be valid only if they are signed or initiated by you or any of

your duly authorized representative/s.

- The City General Services Department (CGSD) shall have the right to inspect the goods.
- Non-submission of eligibility documents shall mean disqualification of Quotation.

Liquidated damages equivalent to one tenth (1/10) of one percent (1%) of the value of the goods not delivered
within the prescribed delivery period shall be imposed per day of delay. CGSD shall rescind the contract once the cumulative amount of

liquidated damages reaches ten percent (10%) of the amount of the contract, without prejudice to other courses of action and remedies open
to it.

Failure to follow these instructions will disqualify your entire quotation.

After having carefully read and accepted the Terms and Conditions, I/'We submit our quotation/s as follows:

ITEM
NO.

UNIT UNIT
ITEM & DESCRIPTION OF QTy. ITEM TOTAL

ISSUE PRICE

1

Brushless Cordless Hammer Drill Driver unit 5
Specifications:

With a fully metal gearbox,

Voltage: 18V

Charge time: 1 hour

Chuck type: 13mm keyless

Max. torque: 70Nm max torque

Torque settings: 15

Max. bit capacity in wood: Drilling capacity 40mm
Max. bit capacity in metal: Drilling capacity 13mm
Max. bit capacity in masonry: Drilling capacity 13mm
No load speed (RPM): 2000

With charger

2 pieces battery 18V (4.0Ah)

Portable Power Sprayer Pressure Washer unit 3
Specifications:

Heavy duty

with complete accessories, soap bottle included
Rated pressure: 70 bar

Rated flow: 5.5L/min

Rated power: 1200W

Volt/Freq: 220-240 50/60Hz

Permissible pressure: 100 bar

Max. inlet water pressure: 1.2 MPa

Max. flow: 6.51 /min. Self-priming

Cordless Brushless Angle Grinder unit 2
Compositions:

1x DCG414 XR FLEXVOLT grinder

2x DCB546 54v XR FLEXVOLT batteries
1x Fast charger

1x 2-Position side handle

1x Blade wrench

1x Carry case

Specifications:

Voltage: 54v

Battery compatibility: 54V

Power input: 850-1000 watts

Power output: 1400 watts

No load speed: 7000rpm

Max. disc diameter: 125mm

Spindle thread (bore): M14 (22mm)
Length: 400mm

Height: 125mm

Weight: 2.2kg

Hand/Arm vibration- Grinding: 5.9 m/s?
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4 Hole Saw Kit unit 1
Specifications:
Item weight: 4.69 pound
Product dimension: 3 x 9.8 x 7.3 inches
Coalor: Yellow ; Material: Metal
Included components: 14 pieces hole saw kit
5 Chainsaw Kit unit 1
Specifications:
Product dimensions: 10 x 35 x 9 inches
Item weight: 12.2 pounds
Includes 1x 60V lithium ion battery and fast charger
Lock kick back 16" oregon bar and chain
Auto oiling for continuous lubrication
6 PPR Fusion Machine unit 2
Specification:
For sizes: 20mm-63mm (1/2, 3/4, 1", 1-1/4, 1-1/2, 2"
7 Battery Charger/ Jump Starter unit 1
Specification:
Starting adapter with high amplifier 2800/1000 W.
120 PSI compressor
LCD screen, which shows all the information needed for
work
Heavy duty metal clamps with a length of 36 inches for
better energy transfer to the battery
High power USB 2.0 output connectors
Backlight and convenient cover for storing cables and
various clips
It has a fast and high quality charging with different engine
power
8 Battery Tester unit 1
Specification:
Battery nominal voltage: 6V/12V
CCA test range: 100-2000A
Starting/Charging test system:12V/24V
Weight: approx. 700g
Dimensions: approx. 270 x 113 x 50mm
Operating temp: 0°C - 40°C
Load free test for 6V and 12V lead acid batteries
Test range 100-2000 CCA
Display wrong polarity messages
Menu-guided intuitive operation, with results on large LCD
screen
Stores up to 100 test reports in easily understandable
excel format
9 Refrigerant Leak Detector unit 1
Specification:
Sensor principle: spectrum absorption
Preheating time: 30s
Reset time: 2s
Response time: 3s
Automatic shutdown: 10 minutes without operation
Weight: 2.8 Ib
Size: 7.9 x 3.3 x 1.5 inches
Operating temperature: -10°C to 52°C (14°F to 125.6°F)
Operating relative humidity: 50% - 85% RH
Storage temperature: -20°C to 60 °C (-4°F to 140°F)
10 years sensor life
Strong anti-interference
Wide range and sensitive reaction
Detects all halogenated refrigerants
Meets EN14624, SAE-162, SAE-2791 and SAE-2913
standards
UV light used for detecting refrigerant leakage
Earphone jacket designed for noisy environments
3 selectable sensitivity levels-high/ medium/ low
Maximum sensitivity up to 0.14 ozfyr
Suitable for all detection scenario
Smaller leak, higher sensitivity grade
10 | Clean Living Disinfection Equipment set 2
1 heavy-duty disinfection machine 1 bottle of 2mg chlorine
disinfectant tablets 500 pcs. 1 hazmar suit 1 pair of gloves
1 reusable mask 1 goggle with 6 months warranty.
Total Quoted Amount
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Amount in Words:

Other Requirement/s:

o Statement of Warranty (minimum of one (1) year)

Delivery Period
Warranty

GF-20-11-0208%

Thirty (30) Calendar Days

Signature over printed name

Office Telephone No./Fax/Mobile No.

Date

E-mail Address
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