Republic of the Philippines
QUEZON CITY GOVERNMENT

BAC- Goods and Services ;
2nd Floor, Procurement Department, QUEZON City

ooyt Grinrs Setmairny

PILIPINAS

Finance Building, Quezon City Hall Compound

REQUEST FOR OQOUOTATION

SMALL VALUE PROCUREMENT
(SECTION 53.9)

Date : September 21 2021

PR No. : 21 -
397
Name of Company
Address
Contact No.
Project Title . PROCUREMENT OF PHOTOCOPYING MACHINE AND OTHERS

Approved budget of Php 400,987.00
the Contract :

End-User/ DEPARTMENT OF ENGINEERING
Implementing Office

Please quote your best offer for the item/s described below, subject to the Terms and Conditions provided.
Submit your quotation duly signed by you or your duly authorized representative not later than

SEPTEMBER 24, 2021, 10:00 A.M. Philippine Standard Time, together with the following documents of
your company:

PhilGEPS certificate (not expired on the time of opening of quotations);

Business Registration (DTI/SEC)

Mayor's/Business Permit (2021);

Tax Clearance; and

Omnibus Sworn Statement prescribed by QC BAC - Goods and Services
Income/Business Tax Return (for FY 2020) (For ABCs above P500,000.00)

If applicable, the VA in case the joint venture is already in existence, or duly
notarized statements from all the potential joint venture partners stating that they
will enter into and abide by the provisions of the JVA in the instance that the bid is
successful.

NOU AW N

in a SEALED LONG BROWN ENVELOPE shall:

1 Contain the Project Name and PR Number of the contract to be bid in capital letters;
2 Bear the name and address of the Bidder in capital letters;
3 Be addressed to the Procuring Entity’s BAC.

Project Title : PROCUREMENT OF PHOTOCOPYING MACHINE AND OTHERS

Quezon City Local Government

BIDS AND AWARDS COMMITTEE

2/F Procurement Department, Finance Building
Quezon City Hall Compound

For any clarification you may contact us at 89884242 loc. 8506/8709.
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TERMS AND CONDITIONS

. Bidders shall provide correct and accurate information required in this form in black ink only.

. Price quotation/s must be valid for a period of thirty (30) calendar days from the date of submission.

. Price quotation/s, to be denominated in Philippine Peso shall include all taxes, duties and/or levies payable.

. Quotation exceeding the Approved Budget for the Contract (ABC) shall be rejected.

. Award of contract shall be made to the lowest quotation (for goods) or the highest rated offer (for consulting services) which complies

with the minimum technical specifications and other terms and conditions stated herein.

. Any interlineations, erasures or overwriting shall be valid only if they are signed or initiated by you or any of

your duly authorized representative/s.

. The City General Services Department (CGSD) shall have the right to inspect the goods.
. Non-submission of eligibility documents shall mean disqualification of Quotation.

Liquidated damages equivalent to one tenth (1/10) of one percent (1%) of the value of the goods not delivered

within the prescribed delivery period shall be imposed per day of delay. CGSD shall rescind the contract once the cumulative amount of
liquidated damages reaches ten percent (10%) of the amount of the contract, without prejudice to other courses of action and remedies open
to it.

Failure to follow these instructions will disqualify your entire quotation.

After having carefully read and accepted the Terms and Conditions, I/We submit our quotation/s as follows:

ITEM
NO.

UNIT OF UNIT
ITEM & DESCRIPTION ISSUE QTY. PRICE ITEM TOTAL

Photo Copying Machine - Unit 1

Type: Desktop, Memory capacity:265MB (max:256 MB),
Scan Resolution: 600 x 4600 dpi, Printing Resolution: 400 x
600 dpi, Warm up time: 18 seconds or less {at room
temperature 23°C), Original Size: Maximum of A3, 11 x 17"
for both sheet and book, Paper Size: Max A3, 11 x 17", Min
A5, Image loss width Lead edge 5.5 mm, Trail edge 6.0
mm, Right/Left edge 5.5 mm, Paper Weigh : Paper Tray
&0 to 90 gsm, Bypass Tray 40 to 216 gsm, First Copy Qutput
Time: 7.4 sec (A4 LEF) Continuous Copy Speed+A4 LEF/B5
LEF: 21 sheets/minute, B5: 12 sheets/minute, A4: 15
sheets/minute, B4: 12 sheets/minute, A3: 10
sheets/minute, Paper Tray Capacity: Standard 250 sheets
x 1 fray + bypass Tray 100 sheets, Optional One Tray
Module 500 sheets, Max 850 sheets (Standard plus one
tray module), Output Tray Capacity: 250 sheets (A4 LEF),
Power Supply: AC220-240V +/- 10% , &6 A, 50/60 Hz
commonMaximum Power Consumption: 1.3 kW (Ac220V
+/-10%), 1.4 kW (AC240V +/- 10%) Sleep Mode:; 2.0 W
(AC220V), Ready Mode:71 W (AC220V), Dimensions: W
595 x D 580 x H 568 mm, Weigh: 32 kg, Type: Built in type,
Conftinuous Print Speed: Same as the Basic
Specifications/Copy Function, Printing Resolution:400x400
dpi, Page Description Language: HBPL (Host Based Print
Language), Supported Operating System: Windows 10
(32bit): Windows Server 2016 (64bit), Windows 10 (64bit):
Windows Server 2012 R2 (64bit), Windows 8.1
(32bit):'Windows Server 2012 (64bit), Windows 8.1 (é4bit):
Windows Server 2008 R2 (64bit), Windows 7 (32bit):
Windows Server 2008 (32bit), Windows 7 (64bit): Windows
Server 2008 (64bit), Interface: Ethernet 100BASE-
TX/10BASE-T, USB 2.0, Scan Function: Type - Color
Scanner, Scan Resolution - 600 x 600 dpi, 400 x 400 dpi,
300 x 300 dpi, 200 x 200 dpi, Scan Speed: Same as the
"Scan Speed" for the duplex automatic document
feeder, Interface: Same as the Print Function, Duplex
Automatic Document Feeder:Original Size- Max: A3, 11 x
7" .Min-A5, Paper Weight-38 to 128 gsm (In duplex 50 to
128 gsm), Capacity: 110 sheets, Scan Speed: Copy-B/W
23 sheets/minute (A4 LEF Simplex), Scan- B/W:23
sheets/minute, Colour:23 sheets/minute Standard Paper
(A4 LEF), 200 dpi, using TWAIN driver (USB), Service
Warranty: Lifetime Free Service Warranty, which includes

regular preventive maintenance,
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Digital Photo Copying Machine

Type: Desktop / Console; Memory Capacity: 4 GB (Max: 4
GB) ; Storage Device Capacity*1: Model-CPS: 128 GB,
Model-CP: 3.6 GB (Optional: 128 GB)*2; Scan Resolution:;
600 x 600 dpi; Printing Resolution: 1200 x 1200 dpi; Warm-
ue Time: [Embedded Plug-ins / Custom Services] *3,
When enabled: 28 seconds or less (23 degrees Celsius
room temperature), When disabled: 22 seconds or less
(23 degrees Celsius room temperature); Recovery Time
(Recovery Time from Sleep Mode): 12 seconds or less, (23
degrees Celsius room temperature); Criginal Size:
Maximum of A3, 11 x 17", 297 x 432 mm for both Sheet
and Book; Paper Size: Max - A3, 11 x 17", Min - A5
[Postcard {100 x 148 mm) when using Bypass Tray], Image
loss width - Lead edge 4.0 mm, Trail edge 2.0 mm,
Right/Left edge 2.0 mm; Paper Weight*4: Paper Tray - 40
to 256 gsm, Bypass Tray - 60 to 216 gsm; First Copy Qutput
Time - 4.5 sec. (A4 LEF); Continuous Copy Speed*5 : A4
LEF / JIS BS LEF - 25 ppm, A4 - 19 ppm, JISB5- 11 ppm, JIS
B4 - 16 ppm, A3 -14 ppm; Paper Tray Capacity*4:
Standard - 500 sheets x 1-tray + Bypass Tray 96 sheets,
Opftional - 1 Tray Module / 1 Tray Module with Cabinet:
500 sheets x 1-tray 3 Tray Module: 500 sheets x 3-tray, Max
- 2096 sneets [Standard + 3 Tray Module]; Qutput Tray
Capacity*7: Upper Center: 250 sheets (A4 LEF), Lower
Center: 250 sheets (A4 LEF); Power Supply: AC220-240 V
+/-10%, 8 A, 50/60 Hz common; Maximum Power
Consumption: 1.76 kW (AC220 V +/- 10%), 1.92 kW [AC240
V +/-10%), Sleep Mode: 0.4 W (AC230 V +/- 10 %), Low
Power Mode: 51 W (AC230 V +/- 10 %), Ready Mode: 93
W (AC230 V +/- 10 %); Dimensions*8: Model-CPS - W 590 x
D 659 x H 768 mm; W 590 x D 659 x H 962 mm (when
optional 1 Tray Module is installed.); W 616 x D 659 x H
1119 mm (when optional 1 Tray Module with Cabinet is
installed.); W 616 x D 659 x H 1119 mm (when optional 3
Tray Module is installed.); Model-CP - W 590 x D 659 x H
689mm; W 590 x D 659 x H 882 mm (when optional 1 Tray
Module is installed.); W 616 x D 659 x H 1040 mm (when
optional 1 Tray Module with Cabinet is installed.); W é16 x
D 659 x H 1040 mm (when optional 3 Tray Module is
installed.); Weight*? - Model-CPS:55 kg; 65 kg (when
optional 1 Tray Module is installed.); 77 kg (when optional
1 Tray Module with Cabinet is installed.); 80 kg (when
optional 3 Tray Module is installed.); Model-CP - 50 kg; 60
kg (when optional 1 Tray Module is installed.); 71 kg
(when optional 1 Tray Module with Cabinet is installed.);
75 kg (when opftional 3 Tray Module is installed.); *1: The
Sterage Device Capacity is not totally available for
customers.; *2: When the optional Storage (SSD) is
installed.; *3: Embedded Plug-ins / Custom Services are
enabled as factory default. You can change the settings
if needed.; *4: It is recommended to use our
recommended paper. Correct print output may not be
possible depending on the requirement.; *5: The speed
may be reduced due to the image quality adjustment.;
*6: 80 gsm paper.; *7: 64 gsm paper.; *8: Depth does not
include protrusion of company name badge.; *9:
Including Toner Cartridge; Print Function : Type: Built-in
type; Continuous Print Speed*1: Same as the Basic
Specifications / Copy Function; Printing Resolution:
Standard: [PCL Driver] Standard: 600 x 600 dpi, High
Resolution: 1200 x 1200 dpi; Optional [Adobe®
PostScript® 3TM Driver] Standard: 600 x 600 dpi, High
Resolution: 1200 x 1200 dpi; Page Description Language -
Standard: PCLS / PCLé; Optional - Adobe® PostScript®
3TM; Supported Operating System*2 - Standard: [PCL
Driver] Windows 10 (32 bit / 64 bit), Windows 8.1 (32 bit /
64 bit), Windows Server 2019 (64 bit), Windows Server 2016
(64 bit), Windows Server 2012 R2 (64 bit), Windows Server
2012 (64 bit] [Mac OS X Driver], macOs 10.15/ 10.14 /
10.13/10.12, OS X 10.11, Optional: [Adobe® PostScript®
3TM Driver], Windows 10 (32 bit / 64 bit), Windows 8.1 (32
bit / 64 bit), Windows Server 2019 (64 bit), Windows Server
2016 (64 bit), Windows Server 2012 R2 (64 bit)

Unit
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/10.12, OS X 10.11; Interface - Standard : Ethernet
1000BASE-T / TOOBASE-TX / 10BASE-T, USB3.0; Optional :
\M@bﬁLANUEE&DJ]Q/b/g/n/oq:ﬂﬂhexmed
moybereducajduefofhehnogeqquycdﬁmﬂnent
ThepmﬂmgspeedrnaybereduceddependngonThe
document. *2: Please refer to our official website for the
kﬂeﬁsuppodedtj&:SconFuncﬂon(Opﬁonkaype
Colour Scanner; Scan Resolution: 600 x 400 dpi, 400 x 400
dpLSOOXBOOdpL200xZOOdkaconSpeed:&mnees
the Scan Speed for the Duplex Automatic Document
Feeder; Inferface - Standard: Ethernet 1000BASE-T /
100BASE-TX / 10BASE-T; Optional: Wireless LAN (IEEE 802.11
a/b/g/n/ac); Note: Installed for Model-CPS as
standard; Fax Function (Optional) - Original Size: Max: A3,
11 x 17", Long document (Longest 600 mmy); Recording
Paper Size: Max: A3, 11 x 17" Min: A5: Transmission Time: 2
seconds and more but fewer than 3 seconds*1:
ﬂonmnhﬂonfﬂode:HUJFGSJAppHcobEIJneaTe@phone
subscriber line, PBX, Fax communication (PSTN), Maximum
3 ports*2 (G3-3 ports); *1: When A4 size document with
approximately 700 characters is transmitted in standard
hncgequoﬁy(BxSBSﬁneynwnjGndinh@hapeed
mode (28.8 kbps or faster, JBIG). Only indicates the time
for transmitting the image information and does not
include the communication control time. The total
communication time will vary depending on the contents
loedocument1hetypeofﬁmchMerecavmgThefom
and line condition.; *2: No. of FAX lines is up to 3 ports.
Port refers to number of channels for FAX; Duplex
Automatic Document Feeder (Optional) - Original Size /
Paper Weight: Max: A3, 11 x 17"; Min: A5*1; 38 fo 128 gsm
(In Duplex: 50 to 128 gsm); Capacity*2: 110 sheets; Scan
Speed - Copy (A4 LEF, Simplex): 25 ppm; Scan: B/W: 55
ppm, Colour: 55 ppm [Standard Document (A4 LEF), 200
dpi, to Folder; Dimensions / Weight: W 540 x D 492 x H 95
mm / 6 kg; Note: Installed for Model-CPS as standard. *1:
The minimum custom size is 125 x 85 mm.; *2: 64 gsm
paper; Side Tray (Optional): Paper Capacity™: 100 sheets;
Dimensions: W 353 x D 429 x H 198 mm:; *: é4 gsm paper;
Finisher-A2 (Optional) - Type: Sort (Offset available) /
Stack (Offset available); Paper Size: Max: A3, 11 x 17"
Min: Postcard (100 x 148 mm); Paper Weight: 40 to 256
gsm; Paper Capacity*1; [Without Stapling] A4: 500 sheets;
JIS B4: 250 sheets; A3 or larger: 200 sheets; Mixed Size
Stacking*2: 250 sheets, [With Stapling] 30 sets; Staple -
Capacity: A4: 50 sheets (?0 gsm or less), JIS B4 or larger:
30 sheets (90 gsm or less); Paper Size: Max: A3, 11 x 17"
Min: JIS B5 LEF; Paper Weight: 60 to 256 gsm; Position
Single stapling, Dual stapling; Dimensions*3 / Weight: W
658 x D 461 xH238 mm / 11 kg; 1: 64 gsm paper., *2:
When larger size sheets are stacked on top of smaller size
sheets., *3: Width 478 mm when the paper support is
stored.; Finisher-B3 (Optional) - Type: Sort (Offset
available*1*2) / Stack (Offset available*1*2); Paper Size*3
Max: A3, 11 x 17", Min: AS; Paper Weight: 60 to 256 gsm;
Paper Capacity*4: [Without Stapling] A4: 2000 sheets, JIS
B4 or larger: 1000 sheets, Mixed Size Stacking*5: 300
sheets, [With Stapling] A4: 100 sets or 1000 sheets*é, JIS B4
or larger: 75 sets or 750 sheets, [With Booklet Finishing*7]
50 sets or 600 sheets, [With Fold*7] 500 sheets; Staple -
Capacity: 50 sheets (20 gsm or less); Paper Size Max: A3,
11 x 17" Min: A5 LEF; Paper Weight: 60 to 256 gsm;
Position: Single stapling, Dual stapling; Punch*8 - Number
of Holes: 2-hole / 4-hole punch or 2-hole / 3-hole punch
(US Specifications); Paper Size: A3, 11 x 17", JIS B4*9,
A4*10, A4 LEF, Letter*10, Letter LEF, JIS B5*10, JIS B5 LEF*9,
A5*10, A5 LEF*10; Paper Weight: 60 to 220 gsm; Booklet
Finishing*7 - Capacity: Saddle Staple: 15 sheets; Single
Fold: 5 sheets; Paper Size: Max: A3, 11 x 17", Min: A4,
Letter; Paper Weight: Saddle Staple: 60 to 80 gsm*11,
Single Fold: 60 to 105 gsm; Dimensions*12: W 607 x D 653 x
H 1041 mm; With Booklet Finisher: W 607 x D 673 x H 1079
mm; Weight: 25 kg With Booklet Finisher: 35 kg;
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‘Nofte: Finisher-83 is available only when opfional 1 Tray
Module with Cabinet or 3 Tray Module is attached to
Main Unit. - *1: The offset feature is set to disabled by
factory default. The setting can be changed as
necessary., *2: Qutputs less than 210 mm width are
delivered without offset stacking., *3: Paper in the sizes
larger than A3 or 11 x 17" or smaller than A5 are delivered
to the Centre Tray., *4: 64 gsm paper., *5: When larger
size sheets are stacked on top of smaller size sheets., *&:
75 sets or 750 sheets with dual stapling., *7: The Booklet
Finishing function requires the optional Booklet Maker Unit
for Finisher-B3. Make a crease allows you to fold easily.
After a job with the Booklet Finishing function specified
has been cutput, the next job may not be delivered until
the sheets are removed from the output tray. Also, if
larger size sheets are stacked on top of smaller size sheets
after a job with the Booklet Finishing function specified
has been run, the next job may not be delivered until the
sheets are removed from the output fray., *8: The Punch
function reguires the optional 2/4 Hole Punch Kit for
Finisher-B3 or US 2/3 Hole Punch Kit for Finisher-B3., *9: 4-
hole punch is not applicable., *10: 3-hole, 4-hole punch is
not applicable., *11: Covers can be up to 220 gsm (Extra
Heavyweight)., *12: Inner connector within the body is
excluded.; Inclusions: With 1 Tray Module with Cabinet &
Consumables; In-the-box Items (Power Cord, Software
and Documentation (CD-ROM), Starter Toner Cartridge
and Drum Kit, Getting started guide, USB 2.0 Cable;
Equipment & Parts Warranty : One (1) year warranty from
the date of installation. The warranty shall not include the
following; 1. Damage caused through the fault or
negligence of the user., 2. Improper handling of the
equipment,, 3. Attachment and/or any mechanism,
gadgets which are not supplied by our company., 4.
External causes like, extreme power or current
fluctuations, infiltrations of insects, rodent, fire and other
fortuitous event.; Service Warranty: Lifetime FREE Service
Warranty which includes regular monthly preventive
maintenance.; Installation : Installation is included if
required

*kk

Total Quoted Amount

Amount in Words:

OTHER REQUIREMENTS:

1. Authority to sell from manufacturer / exclusive distributor of the duplicating machine being
offered which includes full guarantee on the availability of parts after sales warranty

2. Statement of Warranty — Minimum of One (1) Year

Delivery Period ; Thirty (30) Calendar Days

Warranty

Signature over printed name

Office Telephone No./Fax/Mobile No.

Date

E-mail Address
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