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Republic of the Philippines
QUEZON CITY GOVERNMENT

BAC- Goods and Services
2nd Floor, Procurement Department,

%

QUEZON ciTy

Finance Building, Quezon City Hall Compound

Name of Company
Address
Contact No.

Project Title

Approved budget of
the Contract

End-User/
Implementing Office

REQUEST FOR QUOTATION
NEGOTIATED PROCUREMENT
(SECTION 53.1)

Date :
Project No. :

JUNE 06, 2022

: PROCUREMENT OF TWO-WAY RADIO AND OTHERS

: Php 406,985.92

CITY GENERAL SERVICES DEPARTMENT / INFORMATION TECHNOLOGY
: DEVELOPMENT DEPARTMENT

BREAKDOWN OF APPROVED BUDGET FOR THE CONTRACT

Item Nos. 1t0 6 P 292,700.00
Item No. 7 P 114,285.92
TOTAL ABC P 406,985.92

Please quote your best offer for the item/s described below, subject to the Terms and Conditions provided.
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Submit your quotation duly signed by you or your duly authorized representative not later than JUNE 09, 2022,
11:00 A.M. Philippine Standard Time, together with the following documents of your company:

PhilGEPS certificate (not expired on the time of opening of quotations);

Business Registration (DTI/SEC)

Mayor's/Business Permit (2022);

Tax Clearance; and

Omnibus Sworn Statement prescribed by QC BAC - Goods and Services
Income/Business Tax Return (for FY 2021) (For ABCs above P500,000.00)

If applicable, the JVA in case the joint venture is already in existence, or duly
notarized statements from all the potential joint venture partners stating that they will
enter into and abide by the provisions of the JVA in the instance that the bid is
successful.

in a SEALED LONG BROWN ENVELOPE shall:

1
2
3

Contain the Project Name and PR Number of the contract to be bid in capital letters;
Bear the name and address of the Bidder in capital letters;
Be addressed to the Procuring Entity’s BAC.

Project Title :

PROCUREMENT OF TWO-WAY RADIO AND OTHERS

For any clarification you may contact us at 89884242 loc. 8506/8709.

Quezon City Local Government

BIDS AND AWARDS COMMITTEE

2/F Procurement Department, Finance Building
Quezon City Hall Compound

CONSO-22-CE2-5708B

(Sgd.) MA. MARGARITA T. SANTOS
Chairperson, BAC- Goods and Services
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10.

TERMS AND CONDITIONS

. Bidders shall provide correct and accurate information required in this form.

. Price quotation/s must be valid for a period of thirty (30) calendar days from the date of submission.

. Price quotation/s, to be denominated in Philippine Peso shall include all taxes, duties and/or levies payable.

. Quotation exceeding the Approved Budget for the Contract (ABC) shall be rejected.

. Award of contract shall be made to the lowest quotation (for goods) or the highest rated offer (for consulting services) which complies

with the minimum technical specifications and other terms and conditions stated herein.

. Any interlineations, erasures or overwriting shall be valid only if they are signed or initiated by you or any of

your duly authorized representative/s.

. The City General Services Department (CGSD) shall have the right to inspect the goods.
. Non-submission of eligibility documents shall mean disqualification of Quotation.

Liquidated damages equivalent to one tenth (1/10) of one percent (1%) of the value of the goods not delivered

within the prescribed delivery period shall be imposed per day of delay. CGSD shall rescind the contract once the cumulative amount of
liquidated damages reaches ten percent (10%) of the amount of the contract, without prejudice to other courses of action and remedies open
to it.

Failure to follow these instructions will disqualify your entire quotation.

After having carefully read and accepted the Terms and Conditions, I/We submit our quotation/s as follows:

ITEM
NO.

UNIT UNIT
ITEM & DESCRIPTION OF QTY. ITEM TOTAL
ISSUE PRICE

CITY GENERAL SERVICES DEPARTMENT
CGSD-22-CE1-205B

COMPACT DIGITAL MIXER Unit 1
Compact 40-input channel, 25-bus digital mixing console for
Studio and Live application,16 MIDAS-designed, fully
programmable mic preamps for audiophile sound quality, 17
Fully automated motorized 100 mm faders allow for instant
overview, powerful scene management and DAW control, 8
XLR outputs plus 6 additional line in/outputs, 2 phones
connectors and a talkback section with integrated or external
mic, Individual and dynamic LCD Scribble Strips on all
channels and buses creating easy assignment and intuitive
channel distinction.

DRIVE RACK PA 2 LOUD SPEAKER MANAGEMENT Unit 1
SYSTEM

Input- 2 line inputs; 1IRTA mic. Input, Input connected- 2
Female XLR line input -1 female xIr RTA mic input, Input
type-Electronically balanced/RF filtered, Converter- dbx type
IV TM conversion system (MRA-4sdb), mic pre amp.
Phantom-+15 VDC RTA power

PORTABLE TWO-WAY RADIO Piece 10
2 way radio portable communication, Item Weight: 7.5
ounces. Product Dimensions: 4.7 x 2.2 x 1.4 inches, Batteries:
1 lithium ion batteries required (included), Display type:
LCD

2 WAY POWERED SPEAKER 1200WATTS Piece 4
Rugged ABS Enclosure, 12inches Woofer. 1.75inches
Compression Tweeter, 500W x 500W Power Amp Module,
XLR and PowerCon Input/Thru Connectors, DEEP DSP and
GuardRail. Ar-Q Processing, SOLO Rigging System, Color:
Black
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5 SUBWOOFER ACTIVE Piece 2
18inches Woofer, 1000W Class-D Amplifier, XLR/TRS Combo
Inputs and XLR Outputs. Phoenix Remote Connector. Ideal
for low frequency reinforcement of loudspeakers.
Lightweight and durable texture-painted birch cabinet with
roadworthy 16-gauge steel grille, An 18inches woofer
delivers deep, thumping bass with frequencies as low as
35Hz, An efficient Class-D amplifier provides an output
power of 1000W for strong audio with low distortion,
XLR/TRS combo inputs accept mic and line level signals.
Direct XLR line outputs are provided for each channel,
Intrinsic Correction maps 65-75 spatially-averaged
measurements to IIR and FIR filters that actively adjust time,
frequency and amplitude response to a maximally flat
bandpass target, for excellent performance across the entire
sound field, DEEP technology and excursion limiting allow
for extended low frequency response by actively managing
low-frequency transients without degradation of the
underlying signal or adjacent frequencies

6 ULTRACURVE PRO EQUALIZER ANALZER FEEDBACK | Piece 1
DESTROYER AND MASTERING PROCESSOR
Ultra-high resolution 24-bit/96 kHz mastering processor
featuring 32/40-bit floating-point DSP technology,
Audiophile 24-bit/96 kHz A/D and D/A converters offering
113 dB dynamic range, 4 concurrently selectable EQ module,
Ultra-high resolution 61-band real-time FFT analyzer with
additional auto EQ function for room and loudspeaker
equalization, Unique VPQ (Virtual Paragraphic EQ) option
allows parametric control of graphic EQs, The ultra-high
resolution processor for all EQ, RTA and dynamic
applications, especially for PA and audiophile mastering

INFORMATION TECHNOLOGY DEVELOPMENT DEPARTMENT
ITDD-22-CE1-420B

7 COMMUNICATION UHF RADIO Unit 16
UHF/VHF Hand Held Radio 10W output power, 16 memory
channels, LCD backlight, Li-on Rechargeable Battery

Total Quoted Amount

Amount in Words:

Other Requirements:

1. Copy of current and valid National Telecommunication Permit and License for item Nos. 3 and 7
2. Statement of Warranty: Minimum of One (1) Year for all items.

Delivery Period : Thirty (30) calendar days

Warranty

Signature over printed name

Office Telephone No./Fax/Mobile No.

Date

E-mail Address
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