CAPABILITY ENHANCEMENT _

ement of Mobile Patrol Cars

Distribution
Unit/Station| Quantity
PS-13 1
PS-14 1
PS-15 1
PS-16 1
Total 4
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Type of Existing A

PATROL CAR
Front Doors

Rear doors

Unit logo

Blue stripes
on both
sides of the
vehicle

Vehicle
Number

No change

No change

No change



Type of Existing

PATROL CAR
Front doors

“PNP" placed
above the end-
user unit logo

“Unit Name”
placed below
the logo

Acronym “PNP” is changed to
end-user “Unit Name" placed
above the logo, in an arc from
the edge of the lower blue stripe
using red reflectorized plastic
sticker with a height of 3 inches.
The width and thickness of the
letters should be proportional to
the height of the letter. The unit
name  maybe  written in
abbreviated form if necessary.

“Unit Name” is changed to
“Immediate Supervising Unit’,
placed below the logo using red
reflectorized plastic sticker with a
height of 3 inches. The width
and thickness of the letters
should be proportional to the
height of the letter. The unit
name maybe  written in
abbreviated if necessary.

Name of "Main Mother Unit",
placed below the immediate
supervising unit name using red
reflectorized plastic sticker with
a height of 3 inches. The width
and thickness of the letters
should be proportional to the
height of the letter. The unit
name maybe  written in
abbreviated if necessary.
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Type of Existing

PATROL CAR
Front Hood

Word
“PULISYA”
placed at the

hood

“Vehicle
Number”

placed below
“PULISYA"

No change

No change

End-user's “Unit Name”
placed above "PULISYA”, in
an arc using red
reflectorized plastic sticker
with a height of 3 2 inches.
The width and thickness of
the letters should be
proportional to the height of
the letter. The unit name
maybe written In
abbreviated form if
necessary.



Type of Existing
PATROL CAR

Front Bumper Name of  “Immediate
Supervising Unit”, placed
at the right side of the
bumper using red
reflectorized plastic sticker
with a height of 4 inches.
The width and thickness of
the letters should be
proportional to the height of
the letter.

“Vehicle number”, placed at
the left side of the bumper
using red reflectorized
plastic sticker with a height
of 4 inches. The width and
thickness of the letters
should be proportional to
the height of the letter.




Type of Existing

PATROL CAR

Roof Top Acronym of “Main Mother
Unit”, placed on the roof
top (front of blinker) using
red reflectorized plastic
sticker with a height of 14
inches. The width and
thickness of the letters
should be proportional to
the height of the letter.

“Vehicle number”, placed
on the rear portion of the
roof top behind the blinker
using red reflectorized
plastic sticker with a height
of 14 inches. The width
and thickness of the letters
should be proportional to
the height of the letter.
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Type of Existing

PATROL CAR

Rear “PULISYA”" No Change Name of  “Immediate
placed at the Supervising Unit”, placed
rear hood at the left portion of the

bumper using red
reflectorized plastic sticker
with a height of 5 inches.
The width and thickness of
the letters should be
proportional to the height of
the letter.

End-user's “Unit Name”,
placed at the center of the
bumper using red
reflectorized plastic sticker
with a height of 5 inches.
The width and thickness of
the letters should be
proportional to the height of
the letter.



Type of Existing
PATROL CAR

Rear “Vehicle number”,
placed at the right
portion of the rear
bumper using red
reflectorized plastic sticker
with a height of 5 inches.
The width and thickness of
the numbers should be
proportional to the height of
the number.
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