Republic of the Philippines
QUEZON CITY GOVERNMENT o
BAC — Goods and Services

2nd floor, Procurement Department,
Finance Building, Quezon City Hall Compound

QUEION CiTy

Greal.Green.Growing.

REQUEST FOR QUOTATION
SHOPPING - SECTION 52.1B
DATE : SEPTEMBER 12, 2023
PROJECTNO. : TTMD-23-CE1-0434C
Name of Company
Address
Contact No.
Project Title : PROCUREMENT OF LAPEL AND OTHERS
Approved Budget of
the Contract : P 425,447.00
End-User /
Implementing Office : TRAFFIC AND TRANSPORT MANAGEMENT DEPARTMENT
BREAKDOWN OF APPROVED BUDGET FOR THE CONTRACT
ltem no. 1 Php 117,053.00
Item no. 2-4 Php 87,500.00
Item no. 5-6 Php 220,894.00
TOTAL Php 425,447.00

Please quote your best offer for the item/s described below, subject to the Terms and Conditions provided.
Submit your quotation duly signed by you or your duly authorized representative not later than
SEPTEMBER 15, 2023, 10:00 A.M. Philippine Standard Time, together with the following documents
of your company:

PhilGEPS certificate (not expired on the time of opening of quotations);

Business Registration (DTI/SEC)

Mayor's/Business Permit (2023);

Tax Clearance; and

Omnibus Sworn Statement prescribed by the QC BAC- Goods and Services
Income/Business Tax Return (for FY 2022) (For ABCs above P500,000.00)

If applicable, the JVA in case the joint venture is already in existence, or duly notarized
statements from all the potential joint venture partners stating that they will enter
into and abide by the provisions of the JVA in the instance that the bid is successful.

NOuh WN R

In a SEALED LONG BROWN ENVELOPE issued by QC BAC- Goods and Services.
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10. Failure to follow these instructions will disqualify your entire quotation.

TERMS AND CONDITIONS

Bidders shall provide correct and accurate information required in this form.

Price quotation/s must be valid for a period of thirty (30) calendar days from the date of submission.

Price quotation/s, to be denominated in Philippine Peso shall include all taxes, dutics and/or levies payable.
Quotation exceeding the Approved Budget for the Contract (ABC) shall be rejected.

Award of contract shall be made to the lowest quotation (for goods) or the highest rated offer (for consulting
services) which complies with the minimum technical specifications and other terms and conditions stated
herein.

6. Any interlineations, erasures or overwriting shall be valid only if they are signed or initialed by you or any of
your duly authorized representative/s.

7. The City General Services Department (CGSD) shall have the right to inspect the goods.

8. Non-submission of eligibility documents shall mean disqualification of Quotation.

9. Liquidated damages equivalent to one tenth (1/10) of one percent (1%) of the value of the goods not delivered
within the prescribed delivery period shall be imposed per day of delay. CGSD shall rescind the contract once
the cumulative amount of liquidated damages reaches ten percent (10%) of the amount of the contract, without
prejudice to other courses of action and remedies open to it.
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After having carefully read and accepted the Terms and Conditions, I/We submit our quotation/s as follows:

ITEM UNIT OF
ITEM & DESCR TY. UNIT PRICE ITEM TOTAL
NO. & DESCRIPTION ISSUE Q C 6]
1 SHOULDER MEGA PHONE Piece 4

with Whistle signal, shoulder megaphone having an EXT.
Mic input, AUX input, DC power input, battery meter and
whistle function. It can be mounted to the optional ST-16
speaker stand. Handle and microphone with anti- bacteria
treatment improve hygiene and safety during use, strap
length (mm): 1000, Mass (kg): 3.6 (by battery),Rated Qutput
(w): 30, opening diameter (Pmm): 351, maximum output
(w): 45 (AUX input), overall length (mm): 512,
Specification: Built-in sound: whistle, RoHS directive
(corresponding to 10 substances): Correspondence, Type:
Shoulder megaphone, Power Supply: Single 1x10 or DC

12V
2 BATTERY PACK Piece 30
for two-way portable radio, Motorola for GP328 7.2 nickel
metal hydride
3 RUBBER DUCK ANTENNA Piece 20
for Motorola UHF portable radio transceiver, frequency 450
— 512 Mhz
4 ANTENNA Piece 2
Magnetic mobile antenna, GAIN 3 dBd/ 5.2 dBi, TYPE 5/8
wave, VSWR 1.5:1 or less, BANDWIDTH @ 1.5 3%,
BANDWIDTH @ 2.0 6% POWER RATING 200 Watts,
COLOR Gray, WHIP W490,100 tapered.
5 LAPEL Piece 2,
Wireless Microphone Volume Control; MP3/Wired
Microphone Volume Control; Jack of Wire Microphone
MP3 input; Wireless Microphone Signal Indication; Speaker
Power and Recharging Switch USB Jack 220V AC Main
Jack for Access External 12V Dc Power Input Jack Power
6 PUBLIC ADDRESS (PA) SYSTEM Set 1

Amplifier, 2 Speaker, 4 Microphone with stand, ne
6.5inches woven fiber woofer One high-output horn tweeter,
Reaches crowds up to 500+ 109 dB of clear sound 75W AC
mode / 50W DC mode One built-in AIR wireless companion
transmitter, One dual-channel receiver with automatic
channel switching 1.9 GHz wireless frequency range,
Wirelessly connects to multiple Go Getter AIR battery-
powered
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companion speakers (available separately) Easily connects
to Assistive Listening, Standard built-in Bluetooth 3.0
module with high-speed wireless data rate of up to 3 Mb/s,
Two universal microphone, input jacks 3.5mm

aux line input User-replaceable, lithium-ion rechargeable
battery provides up to 8 hours of operation on a full charge
External speaker output powers an optional Go Getter
unpowered or AIR companion speakers

Alternate wired and wireless mode ADA-compliant. GG-
AIR Battery-powered Wireless Companion Speaker Pairs
with an Anchor Audio GG2 or GG-X Go Getter speaker
(available separately) High maximum SPL of 109 dB75W
output when operated on AC power, 50W output on DC
power. Selectable wired or wireless mode, Built-in AIR
wireless receiver and dual external antennas for reception of
wircless signal from a Go Getter AIR transmitter, Wireless
range up to 300ft, Runs on user-Changeable, rechargeable
battery or external power supply. WB-LINK Wireless
Bodypack Transmitter, Up to 300ft transmission range,
Automatic channel switching ,1.9 GHz wireless frequency
range, Volume and mute controls, Mic/Line switch for
transmission of mic or line level signals such as CD players
or mixers, Tone Key Noise Suppression uses

microphone 1D to lock out interference, includes belt clip,
LM-LINK Lapel Microphone, Cardioid polar pattern results
in high-gain-before-feedback, ideal for use near monitor
speakers, includes clip and foam windscreen

HBM-LINK Headset Microphone-Cardioid polar pattern
results in high-gain-before-feedback, ideal for use near
monitor speakers. Mic is stationed on a flexible boom for
easy positioning and optimum pickup, The

cable length measures 36inches and terminates to a TA4F
mini XLR connection, compatible with Anchor wireless
transmitters

TOTAL
Amount in Words:
Other Requirements
e Statement of warranty - minimum of one (1) year
Delivery Period : Thirty (30) Calendar Days

Warranty

Signature over printed name

Office Telephone No./Fax/Mobile No.

Date

Email Address

TTMD-23-CE1-0434Z)

o
P d

T




