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GENERAL CONDITIONS

DEFINITIONS
A. OWNER : Local Government of Quezon City

B. CONTRACTOR: Any person, enfity, company, partnership, or associafion that enters an
agreement with the Owner to provide materials, labor, toois, equipment, machinery,
and other necessary facilities for the construction and finalization of the project as
outined in the accompanying pians and drawings.

EXAMINATION OF MEMBER

The Contractor must thoroughly inspect the premises prior o submitting any bids to ensure
they have the complete understanding of the existing conditions.

LOCATION
The project Is situated and must be refered 1o the approved Location Plan.
EXECUTION, CORRELATION AND INTENT OF DOCUMENTS

A. The Confract Documents shali be signed by all parties in an adequate number of
copies. Should any party fail to sign any item within the set of coniract documents,
identification by the Implementing Agency shall serve as sufficient validation.

B. The items, specifications, and all other documents that consfitute the contract are
interrelated. Anything depicted in the plans but not explicitly detailed in the
specifications, or vice versa, and anything not exprassly stated in either but inherently
implied, shall be provided or executed as if explicitly shown and stated in both, without
addifional cost, Where dimensions are provided numerically, they Take precedence
over measurements faken by scale.

C. Carry out the work in sirict accordance with the agreement, refraining from making
any alterations or deviations without prior approval from the implemeniing Agency.

D. The Contractor is responsible for verfying and cross-checking ail dimensions,

particuiarly those specified in the plans. Any discrepancies found during the execution
of the work will be the Contracter's direct responsibility.

DETAILED DRAWINGS AND INSTRUCTIONS

The supplemenfay documents and/or addifional details / draowings and insfructions
necessary for the proper execution of the work shall be provided at the jobsite as required.

These supplementary documents shall have squal authority as if they were originally
included.

PLANS AND PROJECT SITE

Ensure that one {1) complete set of approved plans, specifications, suppiementary detail
drawings, and instructions is kept in good order and conditiocn at the project site.

 SHOP DRAWINGS

During construction, the !mplementing Agency and/or Contractor shall provide shop
drawings if deemed necessary. The Contractor must refrain from installing any item

requiring shop drawings wniil such drawings have been duly  dpproved by the
Implementing Agency. ‘
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REVISIONS

The Owner and the implementing Agency may alfer or revise the plans, including changes
during the project's progress, without breaching the terms of the agreement as much as
oossible within the project schedule. Any additicnal costs incurred for labor or materials will
be added to or deducted from the original contract price as necessary and validated.

PROJECT SCHEDULE

The Contractor is required to prepare and submit o the implementing Agency, prior to
commencing project operations, o comprehensive work schedule oullining the entire
construction duration. This schedule must include estimated timeframes for completing
each project stage and phase (Milestone),

WORKMANSHIP

The preject shall be completed with top-tier workmanship in sfrict accerdance with the
plans and specifications, ensuring full approval and acceptance from the Implementing
Agency.

MATERIALS

Only materials of the highest guality for theirrespective types shall be used uniess otherwise
stated in the plans and itechnical specifications. They must be stored and proiecied
adequately fo prevent damage.

INSPECTION OF WORK

The Contractor shall make the work cccessidle for inspection by the Implementing
Agency, the Owner, and other authorized personnel overseeing the project.

SUBSTANDARD WORK

Any work or mafterials deemed unaccepiable by the Architect must be promptly removed
and replaced with suitable alternatives at no additional cost. Disposed materials must be
promptly removed from the premises.

LAWS AND REGULATIONS

The Contfracior is responsible for adhering to all current labor laws and regulations. They
shall indemnify the Qwner from any associated liabllities, and at their own cost, prompily
setfle all taxes, fees, and licenses owed 1o the government—both national and local—
resulting from their work on the project.

MANNER OF PAYMENT
Payments to the Contractor will be made based on the progress of work completed

within each period, subject To verification, approval, and recommendaiion by the
Implementing Agency.

RETENTION MONEY

Progress payments will have ¢ ten percent [10%) retention withheld. The retained funds will
be released upoen satisfactory completion of the work and issuance of the Cerlificate of
Final Compiletion and Acceptance.

TEMPORARY FACILITIES

The Contractor is responsible for arranging temporary water, power, and telephone
services from local ufility companies throughout the consiruction pericd. All associated
cosls is included in the contract and shall be shoulderad by the Contractor. The Contractor
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must provide a temporary restroocm in a discreet and sanitary manner, and it musi be
removed once the work is completed.

SITE CLEARING

The site must be clean, cleared and ready for eccupancy prior to the issuance of the
cerfificate of compieticn and acceptance. No construction debris must be left on the site
premises.

For clearing and grubbing, except as otherwise directed, cut, grub, remove and dispose
of alltrees, stumps, brush, shrubs, reots, paving and any other objectionable material within
the construction limits shown on the Drawings. Al stumps, brush and roocts shall be
grubbed, removed from the site and disposed properly and legdlly.

Protect the areg beyond the limits of grading shown on the Drawings and any irees
designated by the Engineer from damage by any construction operqhon by erecting
suitable barriers or other approved means.

Strip topsoeil from all areas 1o be occupiad by buildings, frenches, roadways, the sludge
lagoons, and all other areas to be excavated or filled. Avoid mixing topsoil with subsoil
and stockpiie it in areas on the site as approved by the Engineer. Topsoil shall be stockpiled
free from brush, frash, large stones and other exiraneous material. Any topsoil remaining,
after all work isin place, shall be disposed of by the Contracior as directed by the Engineer.

TEMPORARY BARRICADES, SIGNAL LIGHTS, BILLBOARDS, ETC.

The contractor shall provide all necessary measures such as but not limited to temporary
enclosures, billboards and safety signages that must be visible on the site premises.

PERFORMANCE AND GUARANTEE BOND

Te ensure the Contractor's faithful performance under the contract, they must provide o
Performance Bond equivalent to thirty percent {30%) of the contract price. The bond can
be in the form of cash, manager's check, or surety bond., callable upon request.

TESTING AND COMMISSIONING

The Confractor shall ensure that comprehensive testing and commissicning of the
eguipment/system is included as an integral part of the performance obligations under
this Confract. Testing shall be conducted in cccordance with industry standards and shall
verify that the equipment/system meefts dll specifisd performance criteria and operuhonql
reguirements set forth in the Contract decuments.

WARRANTY OBLIGATION

The Contractor hereby warrants that the equipment/system provided under this Contract
shall be free from defects in materials and workmanship for a period stated in the technical
documents such as buf not limited to plans and technical specifications frem the date of
commissioning. This warranty includes, but is not limited 1o, ensuing that the
equipment/system functicns in accordance with its specifications and is suitable for its
intended purpose as cutlined in the Contract.

CONDITIONS OF WARRANTY

The warranty provided herein shall be subject fo the following conditions: a. Any defect or
non-conformance discovered during the warranty period shall be promptly reported to
the Confractor in writing. b. The Contractor shall, at its own cost and expense, promptly
repair or replace any defective paris or components of the equipmeni/system covered
under this warranty. ¢. The warranty shall not cover damages or defects resuliing from
misuse, neglect, improper installation, alterations, accidents, or unauthorized repair or
modification of the equipment/system.
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24. QUESTIONS AND DISAGREEMENTS

Any questions or disputes between the Contractor and the Owner regarding ithe
interpretation of the plans and specifications shall be referred to the implementing
Agency. The decision of the Implementing Agency on such matters shall be binding and

final.

. TECHNICAL SPECIFICATIONS

1. GENERAL REQUIREMENTS

A.

Comply with the current and existing laws, crdinances and applicable codes, rutes
and regulations, and standards. Any works performed contrary to the existing laws,
rules and regulations, ordinances and standards without notice shall bear afl cost
arising therefrorm.

Drawings, specifications, codes and standards are minimum requirements. Where
requirements differ, the more stringent apply.

Should there be any changels) in drawings or specifications, itis required to comply
with the governing regulations, notify the implementing agency.

Photographs shall be taken as, when and where directed at intervals of not more
than one month. The photographs shall be sufficient in number and location, to
record the exact progress of the works. The photographs shaill be retoined and will
oecome the property of the Government.

Site verification / inspection shall be conducted to vaiidate the scope of works. No
extra compensation and extension of fime shall be given due o negligence or
inadverfence.

The quality of materials shali be of the best grade of thelr respective kinds for the
purpose. The work shall also be performed in the best and most capable manner
in strict ceccordance with reguirements of the pians and details. All materials not
conforming to the requirements of these specifications shall be considered as
defective.

All equipment and installgtions shall meet or exceed minimum reguiremenis of the
standards and codes.

Mobilization and Demobilization

1. Mobilization shall include all activities and related ‘costs for fransportation of
oersonnel, equipment, and operatfing supplies to the site; establishment of
offices, buildings, and other necessary general facilities for the operations at
the site.

Z. Demobilization shall include all activities and costs for fransportation of
personnel, equipment, and supplies not anymore reguired within the
construction site including the disassembly, removal and site ciean-up of
offices and other facifities assembled on the site specifically for this contract.

Execute work in strict accordance with the best practices of the trades in o
thorough, substanticl, workmanlike manner by competent workmen. Provide o
competent, experienced, full-lime supervisor who is authorized o make decisions
on behadlf of the Contractor.
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J.  Adequate construction safety and health protection shall be provided at all fimes
during the execuiion of work to both workers and property.,

1. A fully-trained Medical Alde shall be employed permanently on the site who
shall be engaged solely to medical duties.

2. The medical room shall be provided with waterproofing; it could be a building
or room designated and used exclusively for the purpose and have a floor
area of at least 15 square meters and ¢ glazed window area of at least 2
sqguare meters.

3. The lccation of the medical room and any other arangements shall be made
known to all empioyees by posting on prominent locations and suitable
notfices in the site.

4. Additional safety precautions shall be provided in the event of a pandemic.
Protocols set forth by the government shall be strictly followed.

5. Construction safety shall consist of construction canopy and safety nei.

K. Necessary protections to the adjacent property shall be provided to avoid
untoward incidents / accidents.

L. A systemaftic approach for managing vehicular and pedestrian traffic within the
project area shall be provided adhering to relevant regulafions and standards,
prioritizing the safety of workers, motorists, and pedesirians while maintaining the
flow of fraffic during construction activities. It shall delineate designated fraffic
routes, temporaty signage, and fraffic confrol measures such as flagging
operations or femporary traffic signals.

M, Final cleaning of the work shall be empioyed prior to the findl inspection for the
cerfitication of final acceptance. Final cleaning shall be appled on each surface

or unit of work and shall be of condifion expected for a building cleaning and
mainfenance program.

2. SITE WORKS

A. All grades, lines, levels and dimensions shall be verified as indicated on the plans
and detdils. Any discrepancies or inconsistencies shall be reporied before
commencing work,

B. This ltem shail consist of the removal wholly or in pari, and safisfactory disposal of
all buildings, fences, structures, old pavements, abandoned pipe lines, and any
other obstructions which are not designated or permitted fo remain, except for the
obstructions to be removed and disposed of under other items in the Contract.

Removal and/or demoliticn of existing structures shall be done in accordancs 1o
safety procedurss.

C. All excavations shall be made 1o grade as indicated in the plans. Whenever water
3. CIVIL / STRUCTURAL WORKS
A. METAL FABRICATION

Structural shapes, plates and bars unless otherwise noted shall conform to the
requirements of ASTM A36.

Welding rods shall conform o AWS A5.1. All welding rods shall be EZ70XX grade.

High strength steel bolts shall conform to ASTM A325.

Hexagonal Nuts
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Standard Washers
Marterials:

a. Steel and ron. If not specified otherwise, use standard mill-finished structural
steel shapes or bar iron in compliance with AISC Specifications for Design,
Fabrication and Erection of Structural Steel for buiidings.

. Bolts, Nuts, Sfuds and Rivets. ASTM A 307 and A 325.
C. Screws, Fed. Spec FF-$-85, Fed. Spec FF-5-92, and Fed. Spec. FF-5-111.

d. Metal Purling, High grade galvanized steel with minimum tensile strength of
275 MPa, 1.4mm in thickness or approved equal.

e. All structural steel shall be shop orimed in accordance with Section 33035
after fabrication and cleaning.

f. All steelwork shall be thoroughly cleaned of all locse mill scale, rust, and
foreign matter before shop painting.

9. Each individual plece shail be painted before assembly. Paint shall be
applied cnly to dry surfaces.

h. Edges where field welding is required shall not be painted.
i. Affer erection, the Contractor shall fhoroughly prepare and clean the
structural steel surfaces of all dirt, grease, rust or other foreign matter.

Fabrication:

By mechanics skilled In the frade and in accordance with tha manufacturer's
directions. Metalwork shali be fabricated to allow for expansion and
contraction of materials. Provide welding and bracing of adequate strength
and durability, with tight, flush jeints, dressed smooth and clean. Complete
with bolts and nuts.,

Details of concrete reinforcement steel for fabrication and erection shall
conform to ACH 315, unless otherwise specified.

Allmembers shall fif closely together and shall be siraight and frue; the finished
work shall be free from burrs, bends, fwists and open joints.

Matericis for welding shali be the best available as recommended by the

manufaciurer of the materials to be welded, ond in accordance with AWS
Standards.

All holes, angles, supports, and braces shall be provided as required. Any
unmatched holes in shop assembly of field connections shali be reamed and
the pieces match marked before disassembly.

Drift pins shall be used only for bringing members into position and not fo
enlarge or distort holes.

Any piece weakened by reaming fo compensate for eccentricity to a point
where the strength of the joint is impaired will be rejected and a new and
safisfactory piece shall be provided by the Contracior at his own expense.

Slefted holes and washers shall be provided for fruing-up steel requiring
accurate alignment.

Anchor bolfs shall be accurately located on the base plates and welded in
position..

High-sfrength bolfs shall conform to ASTM A325.
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Anchor baolts shail be of mild steel with nexagonal nuts. Threads shall be clean
cut and conform 1o ISC 241. Anchor bolts shall be hot-dip galvanized and shail
be accurately set before the concrete is poured unless specifically permitted
otherwise by the Engineer. To facilitate the setfting of anchor bolls, the
Confractor shall use screed plates, or may substituie wooden templates
instead of screed plates upon written approval of the Engineer.

Anchor bolts with pipe sleeves shall be in accordance with the details shown
on the Drawings.

3. Meltal Surfaces:

Surfaces shall be clean and free from all scale, flake, rust and rust pitting; well-
formed and finished to shape and size, with sharp lines, angle and smooih
surface. Shearing and punching shail leave clean frue lines and surfaces. Weld
or rivet permanent connections. Weld and fiush rivets shall be used and
finished flush smooth on surfaces that will be exposed ofter installation. Do not
use screws or bolls where they can be avoided; when used, heads shall be
countersunk, screwed up tight and threads nicked to prevent loosening.

4, Construction:

Thickness of metals and details of assembly and supperts shall give ample
strength and stiffness for the minimum loads specified or indicated. Joints
exposed to wecather shall be formed to exclude water.

5. Welding:

Use welding electrode E70xx and perform welding, welding inspection and
corrective welding in accordance with AWS D1.1. Weld in @ manner 1o
prevent permanent distorfion of the connected parts. Weld continuously
along the enfire area of contact (except where tack welding is permitted. Do
not tack weld exposed to connections). Grind smooth visible weld in finished
installation.

Base plates where required shall be accurately placed in position.
Field connections shall be made by welding or high sirength bolfing.

Welding of parts Sholl be In accordance with the Structural Welding Code D1.1
of the AWS and shall only be done by welders certified as fo their ability to
perform welding in acceordance with the locally accepted requirements.

The Corniracter may substitute field bolting where field welding is shown,
provided bolfing details have been approved by the Engineer.

B. ROOFING WORKS

1. Comugated galvanized iron (G.1.) sheets, including plain cluminum sheets for
roofing accessories shall be cold-rolled meeting ASTM A-153 and with spelter
coating of zinc of not less thon0.381 kg/sa.m. (1.25 cunce/sq.fi.) conforming
to ASTM A-525 or pns 67:1985. Unless otherwise specified or shown on Plans,
roofing sheets snall be gauge 24 {0.48mm thick) and provided in long span
sizes fo minimize end laps. Sheets shall weigh noft less than 3.74 kg/sq.m. and
shall be marked or stamped showing the gauge, size amount of zinc coating,
brand and name of manufacturer. Test specimens shall stand being bent
through 18C degrees flat on ifself without fracture of the base metal and
without flaking of the zinc coating.

2. Ridge/hig rolls, vaileys, flashing and counter flashings, gutters and downspouts,

whenever required, shall be fabricated from ploin G.I. sheets. Ridge/hip rolis,
flashings ana counter flashings shall be gauge 26. Valleys, gutters and
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downspouts shall be gauge 24 uniess ctherwise specified on Plans. Wire basket
strainers shall be galvanized, gauge 24,

Roof ventilators, whenever required shall be fabricated from gauge 26 plain
G sheets and constructed to the dimensions and details shown on Plans.

The roofing shall be secured to the purlins with min. 2 4" max. 3" leng Tek
screws. Provide oll-purpose sealant under the fasteners. Ridge rolls, hip rolls
and vaileys to be used shall be those compatible with the Ga. 24 pre-painted
G.L rib-type roofing sheets. They shall lap the roofing sheets at least 250mm.
The ridge rolls, hip rolls and valleys shall be riveted to the roofing sheets.

Polycarbonate roofing and sun breakers shall be coveraed with 6mm thick Rib-
type polycarbonate sheets as shown on the plans. The roofing shall be secured
to the purling with min. 2 12" max. 3" long Tek screws. Provide ali-purpose
sealant under the fasteners. Ridge rolis, hip rolls and valleys to be used shalt be
those compatible with the 4émm thick solid polycarbonate sheets. They shall
lap the roofing sheets at least 250mm. The ridge rolls, hip rolls and valleys shall
be riveted fo the roofing sheets.

All roofing sheets adjacent fo concrete hollow block and other masonry walls
such as property line firewalls, shall be provided with Gauge 26 pre-painted
plain G.I. Flashing to exfend fo the top and over to the other side of the wall.
Ali fasteners shall be placed ot the top of the corrugations of the rocfing sheets
to prevent water from standing around the fasteners.

Provide émm thick thermal insulation with single-side aluminum foil prior to
fastening of roofing sheets to serve as thermal protection.
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4. ARCHITECTURAL WORKS

1. PAINTING WORKS

1.

Paint Materials. All types of paint material and other related p;roduc’rs shall be
subject fo test as fo material composition by the Bureau of Research and
Standard, DPWH or the Nafional Instifute of Science and Technology.

Tinting Caolors. Tinting colors shall be first grade quality pigment ground in alkyd
resin that disperses and mixes easily with paint to produce the color desired.
Use the same brand of paint and finting coler to effect good paint body.

Skim ceat. Skim coat shall be fine powdear type material like kalsomine that
can be mixed into putty consistency, with cil-based primers and paints to fil
minor surface dents and imperfections.

Paint Schedule.
a. Bxierior Mascnry Wall {plain cement plastered finish to be painted)
i. T coaiskim coating, 1 coat primer, 2 ceats elastomeric paint finish
b. Intericr Mascnry Wall {plain cement plastered finish o be painted)
i. 1 coatskim ccating, 1 coat primer, 2 coats latex paint finish
c. Metal / Steel Surfaces
i. 1 coatprimear, 2 coals epoxy enamel finish
Surface Preparaticn. Al surfaces shall be in preper condition to receive the
finish. Woodworks shall be hand-sanded smooth and dusted clean. All knot-
holes piich pockets or sappy portions shall be sealed with natural wood filler.
MNail holes, cracks or defects shall be carefully puttied after the first coat,
maiching the color of paint.
Interior woodworks shall be sandpapered between coats. Cracks, holes of
imperfections in plaster shall be filed with patching compound and smoothed
oif to maich adjoining surfaces. .
Concrete and masonry surfaces shali be coated with concrete neutralizer and
adilowed to dry before any nainting primer coat is applied. When surface is
dried apply first coating. Hairline cracks and unevenness shall be paiched and
sealed with appreved pulty or patching compound. After all defects are
corrected apply the finish coats as specified on the Plans (color scheme
approved],
Metal shall be clean, dry and free from mill scale and rust. Remove all grease
and oil from surfaces, Wash, unprimed galvanized metal with etching solution
and allow it to dry. Where required fo prime ccat surface with Red Lead Primer
same shall be approved by the Engineer.

In addition, the Contractor shall underiake the following:

a. Voids, cracks, nick etc. will be repaired with proper patching material
and finished flushed with surrcunding surfaces.

b. Marred or damaged shop coats on metal shall be spot primed with
dppropriate metal primer.

c. Panting and vamishing works shall not be commenced when it is oo hof
or cold.

d. Allow gppropriate ventilation during application and drying period
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e. All hardware wil be filted and removed or protecied prior fo painting
and varmishing works.

Application. Paints when applied by brush shall become non-fluid, -thick
enough to lay down as adeguate film of wet paint. Brush marks shall have
flawed out after application of paint.

Paints made for application by rolier must be similar to brushing paini. It must
be non-sticky whan thinned to spraying viscosity so that it will break up easily
infc droplets.

Paint is atomized by high pressure pumping rather than broken up by the large
volume of air mixed with it. This procedure changes the required properties of
the paint.

Application shall be as per paint Manufacturer's specification  and
recommendation.

Provide cll drop cloth and other covering reguisite for protection of floors,
walls, alumirum, giass, finishes and other works.

All applications and metheds used shall sticlly follow the Manufacturer's
Insfructions and Specifications.

All surfaces including masonry wall shall be thoroughly cleaned, puttied,

sandpapered, rubbed and polished: masonry wall shall be tfreated with
Neutralizer. '

. All exposed finish hardware, lighting fixtures and accessories, glass and the like

shall be adequately protected sc that these are not stained with paint and
other painting matericls prior o painfing works.

All other surfaces endangered by stains and paint marks should be taped and
covered with craft paper. ‘

Checked by:

C.E., Planning and Design Division C.E.,g and Design Division
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